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MX50n 21.3" 
Mono Display

i   Display Performance
Screen Size 21.3” 

Viewable Image Size 422.4mm x 337.9mm (16.6"x13.3")

Display Resolution 2048(H) x 2560(V)

Brightness 3,000 cd/m² 

Contrast Ratio 2000:1

Viewing Angle 89˚/ 89˚/ 89˚/ 89˚ (U/D/L/R)

Input Signal DVI-I, Display Port

Control Key Tact button 

Power Supply AC Input : 100-240Volt±10% 60Hz/50Hz±3Hz 
DC Output  : +24V

Power Consumption 75W

Power Save Mode 2W

i   Environmental Consideration
Temperature Operating : 0˚C ~ 40˚C

Storage : -20˚C ~ 60˚C

Humidity Operating : 8% ~ 80%

Certifications and 
Standards

ANSI/AAMI ES 60601-1, CAN/CAS C22.2, 
ICES 003-B,  No.60601.1, IEC/EN60601-1, CE, 
FDA510(k), KC, VCCI ClassB, C-Tick, FCC Class B

  2048 x 2560
  3,000cd/m2

  Embedded IQ Sensor®
  DisplayPort & DVI

Backlight System LED

Built-in Sensors IQ Sensor 3rd, SBC, DAC

Dimension 390.3mm(W)x520.1mm(H)x248.8mm(D)

Weight 10.7Kg(23.59lb) with Stand

Options Protective Glass


